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The philosophy behind PRAMAC power solutions is to offer a product that 
finds its ideal application every time and everywhere high performances 
are needed. Dedicated to the POWER division, this catalogue provides 
PRAMAC customers with a complete range of solutions suitable for any 
kind of energy request.

P roduc t  ca ta logue
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PRAMAC GROUP operates through a proprietary distribution network of 
several branches providing global coverage. 
PRAMAC can trace its roots back to 1966, when the Campinoti family 
started a construction equipment business company focused mainly in 
the Italian market. From then onwards PRAMAC has been expanding its 
activity in the energy and material handling sector, continuously growing 
globally with a wide and flexible product range to satisfy our customers’ 
needs around the world.
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In the field of power generation PRAMAC offers solutions for every kind of power 
supply demand: from the portable to the industrial power supply either for stand 
by and prime power applications. 

PRAMAC not only designs, manufactures and installs a complete range 
of portable and stationary generators from one to 4000 kVA as standard 
production, but can also provide tailored solutions that can be adapted to every 
specific requirement.

Power
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I cons

Water Cooled Engine

Oil Cooled Engine

Light Weight

18L Tank Capacity

19L Tank Capacity

24L Tank Capacity

25,5L Tank Capacity

No Assembly

Soundproof

Inverter Technology

Analogic Instrumentation

Digital Instrumentation

Digital Display

Automatic Voltage Regulation

Protection Oil Guard

Portability

Diesel Fuel

Petrol Fuel

Lpg Fuel

Open Version

Canopy Version

Container Version

PETROL
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PROPERTIES ADVANTAGES

OPTIONALS
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PRAMAC portable division meets the needs of 
both professional and amateur users, offering 
a wide product range of electric generator 
sets, water pumps and pressure washers. 
Quality, efficiency and high product standards 
are achieved through the use of modern 
design and manufacturing techniques.

Por tab le
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* LPG or butane gas only. No natural gas

PROPERTIES ADVANTAGES

OPTIONALS

LP Series
Price affordable solution maximizing portability and ease of use, the LP is a liquid 
propane-fueled portable generator suitable for plenty of applications such as market 
walking, camping, worksite and home emergency power.

LIQUID PROPANE GAS

Easily adaptable to every 
standard gas cylinder LPG up 
to 300 mm diameter, the LP 
generator works connected to 
a LPG tank or directly with the 
public net *

Extra filled cylinders can be 
stored without deterioration, 
so you can have extras on 
hand for emergencies. No fuel 
stabilizers are required

Control panel with sockets 
and 3 functions digital screen 
available (hourmeter, voltmeter, 
frequency meter)

Cylinders are usually readily 
available even during 
emergencies. They are 
commonly used by millions of 
power gas grills among other 
items

Practical belt to fit cylinders of 
lower dimensions

Manual transfer switch 40A 
(for manual control versions)

V Hz h
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PROPERTIES ADVANTAGES

S Series
Designed to ensure safety and reliability even in the most delicate situations, this range 
offers a robust package with a modern and economical fuel efficient diesel engine, 
showing the excellence of PRAMAC’s professional equipment.

Optional S5500 

DIESEL
S6500
S9000

Protective carter made of 
sheet steel

Tubular frame with integrated 
battery box

Big fuel integrated tank for an 
increased autonomy (24L)

Reachable fuel tap  

DIESEL
S5500

OPTIONALS

Manual transfer switch 40A 
(for manual control versions)

Transportation kit with fixed 
handles

Transportation kit with
height-adjustable folding 
handles
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OPTIONALS

PROPERTIES ADVANTAGES

P Series
Air-cooled generators engineered to give you the best performance 
with low noise levels.

Standard 
P9000

P6000
P9000

P6000
P9000

P4500

DIESEL

DIESEL

Robust protective frame with integrated 
battery box

Protection oil guard: low oil shutdown 
system

Digital Display (Voltmeter, Frequency 
meter, hourmeter) available on P6000, 
P9000

Manual transfer switch 40A (for manual 
control versions)

Transportation kit with folding handles 

P4500

P6000
P9000
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PROPERTIES ADVANTAGES

P Series
Super silent air-cooled generators engineered to give you the best performance 
meeting the lowest noise levels.

DIESEL

High-level noise suppression, 
(noise tested in our own 
dedicated semi anechoic 
chamber)

Visual fuel level indicator and 
lateral fuel refilling 
(no need to open the 
generator)

Protection oil guard: low oil 
shutdown system

Engine protection unit: High 
engine temperature; Low oil 
pressure; Low Fuel Level; Battery 
Charger alternator failure

OPTIONALS

Manual transfer switch 40A 
(for manual control versions)

Transportation kit with folding 
handles
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PROPERTIES ADVANTAGES

P Inverter Series
When your target is to provide clean and stable power for sensitive electronics, the P 
Inverter Series is a top performer: easy to carry, fuel efficient and with low-noise level.

PETROL
P2000i

Electronic inverter technology  ideal for 
applications requiring low noise and a 
high-quality, stable voltage

Auto power save for adjusting the motor 
speed according to the power required 
by the load. Reduced consumption. Low 
noise level

Control panel complete with command 
controls, instrumentation and service 
outlets. Provided with parallel kit

OPTIONALS

Easy to handle and transport Yamaha MZ80 engine Manual transfer switch 40A (for manual 
control versions)
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M P  S E R I E S  P E T R O L

MOTOR PUMPS MP 36-2 MP 56-3
PUMP

TYPE Semitrash Semitrash

MAX DELIVERY HEAD m 30 26

FLOW L/min 600 930

SPEED rpm 3600 3600

INPUT/OUTPUT DIAMETER inch 2 3

ENGINE

BRAND Honda Honda

MODEL GX120 GX160

FUEL Petrol Petrol

DISPLACEMENT cc 118 163

COOLING SYSTEM Air Air

STARTING SYSTEM Recoil Recoil

CONSUMPTION

FUEL CONSUMPTION at 75% of load L/h 1,0 1,4

FUEL TANK CAPACITY L 2 3,1

RUNNING TIME at 75% of load h 2,0 2,2

NOISE EMISSION

NOISE PRESSURE LEVEL AT 7 MT db(A) 78 80

GUARANTEED SOUND POWER LEVEL LWA db(A) 103 105

DIMENSION AND WEIGHT

LENGTH mm 470 477

WIDTH mm 365 416

HEIGHT mm 390 466

WEIGHT (DRY) kg 26 28

STANDARD EQUIPMENTS **

OIL GUARD SYSTEM √ √

FUEL TANK MATERIAL Metal Metal 

HOSE BAND  n° 3 3

COUPLINGS SET  n° 2 2

FILTER n° 1 1

SPARK PLUG TOOL √ √

OPTIONALS

INLET PIPES 2” OR 3” LENGTH 8/25M o o

OUTLET PIPE 2” OR 3” LENGTH 10/50/100M o o

o = Accessory available  -  √ standard  -  * * = Other configurations and detailed specifications are available on www.pramac.com

Inlet, Outlet Pipes

PORTABLE // MP Series
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Petrol and diesel driven cold water high pressure washers designed to meet your 
professional and recreational demands.

PW Series

DIESEL
PETROL

PW 240

PETROL

PW 240PW 3000

PROPERTIES ADVANTAGES

First-class equipment easy 
to mount, designed with high 
grade materials

Pressure regulator knob
PW 3000 with electric start 
key

User-friendly and robust high 
pressure washers, studied to 
assure high quality control of 
our appliances

Transportation kit
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P W  S E R I E S  P E T R O L

HIGH PRESSURE WASHERS PW 240
PUMP 

MAX PRESSURE bar 240
MAX PRESSURE psi 3500
FLOW L/min 13
SPEED rpm 3400
TYPE DIRECT DRIVE
ENGINE
BRAND Honda
MODEL GX390
FUEL Petrol
DISPLACEMENT cc 389
CYLINDER 1 inclined
COOLING SYSTEM Air
STARTING SYSTEM Recoil
CONSUMPTION
FUEL CONSUMPTION at 75% of load L/h 2,0
FUEL TANK CAPACITY L 6,1
RUNNING TIME at 75% of load h 3,0
NOISE EMISSION
NOISE PRESSURE LEVEL AT 7 MT db(A) 78
GUARANTEED SOUND POWER LEVEL LWA db(A) 103
DIMENSION AND WEIGHT
LENGTH mm 951
WIDTH mm 765
HEIGHT mm 655
WEIGHT (DRY) kg 64
STANDARD EQUIPMENTS 
TRANSPORTATION KIT √
OIL GUARD √
FUEL TANK MATERIAL Metal
PRESSURE REGULATING VALVE √
LANCE PRESSURE WASHER Type DOUBLE LANCE
PRESSURE HOSE m 9
SUCTION TUBE m 2
SUCTION FILTER √
FLEXIBLE PIPE CLEANER m 1
DETERGENT SUCTION FILTER √

P W  S E R I E S  D I E S E L

HIGH PRESSURE WASHERS PW 3000
PUMP 

MAX PRESSURE bar 200
MAX PRESSURE psi 2900
FLOW L/min 15
SPEED rpm 1450
TYPE GEAR BOX 2:1
ENGINE
BRAND Yanmar
MODEL L100N
FUEL Diesel
DISPLACEMENT cc 435 
CYLINDER 1 vertical
COOLING SYSTEM Air
STARTING SYSTEM Electric
CONSUMPTION
FUEL CONSUMPTION at 75% of load L/h 1,45
FUEL TANK CAPACITY L 5,5
RUNNING TIME at 75% of load h 3,8
NOISE EMISSION
NOISE PRESSURE LEVEL AT 7 MT db(A) 83
GUARANTEED SOUND POWER LEVEL LWA db(A) 108
DIMENSION AND WEIGHT
LENGTH mm 1040
WIDTH mm 590
HEIGHT mm 790
WEIGHT (DRY) kg 117
STANDARD EQUIPMENTS 
TRANSPORTATION KIT √
FUEL TANK MATERIAL Metal
PRESSURE REGULATING VALVE √
LANCE PRESSURE WASHER Type DOUBLE LANCE
PRESSURE HOSE m 9
SUCTION TUBE m 2
SUCTION FILTER √
FLEXIBLE PIPE CLEANER m 1
DETERGENT SUCTION FILTER √

√ = Standard

PORTABLE // PW Series





If you need to illuminate a concert or a sport 
event, when you face emergency needs, or you 
want to supply lighting for construction sites, 
our range of mobile lighting solutions are ready 
to shine. PRAMAC offers professional solutions 
for outdoor needs, such as mobile and towable 
lighting towers, with site or road trailer and 
cost-effective lighting solutions, easy to install, 
transport and store.

L igh t ing 
equ ipment
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Metal Halide 4x1000W lamps Four stabilizers with manual 
rotation for travel configuration

LSW6K
Provided with manual lifting, this compact towable lighting tower is easy to deploy and manouevre. Being long-running and covering 
4.000 square meters lit up area, the LSW6K is your cost-effective solution for outdoor needs, such as road and bridge construction, 
emergency and disaster relief, general construction, oil and gas works.

PROPERTIES ADVANTAGES

MANUAL

Manual cable winches for lift-
up and tilt

Manual control panel and
integrated fuel tank 
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 Lighting Equipment

L I G H T  T O W E R

LIGHTING FEATURES LSW 6K
FLOODLIGHTS n° x Watt 4 x 1000W

LAMPS Type Metal halide

LIT UP AREA m2 4000

LIGHTING CAPACITY Lumen 404000

PROTECTION IP 23

LAMP AUTONOMY hours 77

MAST CHARACTERISTICS

MAST  Galvanized steel

MAXIMUM HEIGHT m 9,15

LIFTING SYSTEM Manual

ANGLE OF PIVOTING 360°

PIVOTING SYSTEM Type Manual

BLOCK SYSTEM Type Mechanical

ADJUSTABLE STABILIZERS n° 4

ENGINE

BRAND Kohler

MODEL KDW1003

FUEL Diesel

DISPLACEMENT cc 1000

SPEED rpm 1800

CYLINDER 3 in line

COOLING SYSTEM Water

ASPIRATION Natural

ALTERNATOR 

INSULATION Class H

ALTERNATOR PROTECTION IP 21

AUTONOMY

FUEL TANK CAPACITY L 120

RUNNING TIME (LIGHT ONLY) h 77

CONTROL PANEL

MANUAL KEY START √

MAIN CIRCUIT BREAKER √

CIRCUIT BREAKER n° 4 (individual for each lamp) 

HOUR METER √

FUEL LEVEL INDICATOR (Visible from tank)

LOW OIL PRESSURE (PROTECTION) √

HIGH ENGINE TEMPERATURE √

EMERGENCY STOP BUTTON S

SOCKETS n°  Type
1 x 120V, 20A Duplex

1 x 20A, 240V Twist-Lock

SYSTEMS TRAILERS AVAILABLE

LENGHT (TRAVEL) mm 4550

WIDTH (TRAVEL) mm 1550

HEIGHT (TRAVEL) mm 1837

LENGTH - OPERATING CONDITION mm 3018

WIDTH - OPERATING CONDITION mm 2790

HEIGHT - OPERATING CONDITION mm 9140

WEIGHT (DRY) kg 753

CONNECTION DRAWBAR Type Coupler, trailer 2"ball

s = Supplement (version available when ordered)  -  √ = standard 
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PROPERTIES ADVANTAGES

Protection grid Transportation case

L I G H T  G L O B E

LIGHT GLOBE 750 H 2.0 H 1.0 HIT
GLOBE DIAMETER cm 55 110 110

LIT UP AREA m2 310 1500 3000

LUMEN 11400 54000 110000

VOLTAGE/FREQUENCY V /Hz 110-220 / 60 110-220 / 60 220 / 60

MAST √ Optional Optional

PROTECTION IP 54 54 54

LAMP W / Type 750W halogen 2000W halogen 1000W HIT

MAX WIND SPEED km/h 30 100 100

MAX HEIGHT m2 2,8 5* 5*

OPERATION TEMPERATURE °C -25 / +45 -25 / +45 -25 / +45

WEIGHT kg 5 10 20

* = With optional mast tripod 5m    -    √ standard

2.0 H, 1.0 HIT

750H

LIGHT Globes
PRAMAC Light Globes are the perfect solution when looking for fast high-powered light: nylon balloons automatically inflating with air in few 
minutes, easy to use, install and transport.
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 Lighting Equipment

L I G H T  T O W E R

LIGHT TOWER for portable * 500W x 4 1000W x 4
LAMPS W x n° 500 x 4 1000 x 4

LIT UP AREA m2 700 1500

LUMEN 38000 88000

VOLTAGE/FREQUENCY V /Hz 110-220 / 60 110-220 / 60

ELEVATION Pneumatic Pneumatic

PROTECTION IP 65 65

LAMP Type Halogen Halogen

LAMP AUTONOMY h 2000 2000

MAX HEIGHT m2 4,2 4,2

OPERATION TEMPERATURE °C -5 / +45 -5 / +45

WEIGHT kg 9 15

* compatible with the following product series: S Diesel,  X14000

PROPERTIES ADVANTAGES

Quick open/close system  
for legs  Mast support and four rings    

for lifting

The PORTABLE LIGHTING towers are designed to be assembled with our portable 
generators* and are an indispensable and multipurpose tool to operate on any kind of 
surface. Versatile, practical, lightweight, these accessories are equipped with 4000W 
lamps power and 4,2 meters high telescopic mast with pneumatic lifting.

LIGHT TOWER FOR PORTABLE

LIGHTING Accessories





PRAMAC Stationary division covers a wide 
range of generators up to 4000 kVA able 
to satisfy many requirements, regardless 
of the field of activity: industrial, medical, 
telecommunications or residential applications, 
among others. Available in open, container and 
soundproof versions, our stationary generators 
serve the most demanding customer needs 
with a range of control panel solutions and 
many optional features and accessories.

S tat ionary
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Construct ion

Transport

Publ ic & Ut i l i t ies

Agr icu l ture

Industry

Ma in  app l icat ions 
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Heal thcare

Data centers

Sport  & Recreat ion

Commercia l  & Reta i l

Te lecommunicat ions

Industry



GX  Ser ies
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GXW 18-45
The GXW Series offers generators both for on-grid and off-grid applications. With a simple 
design and a standard equipment, these generators are the right choice for those customers 
wanting a professional product easy to use especially for starting operation tasks. Available 
both in open and soundproof version with automatic control panel.

STATIONARY // GXW 18-45

OPEN

Easy oil draining (oil drain cap) Industrial silencer delivered 
loose

CANOPY

Visual fuel level indicator Canopy noise attenuation with 
polyurethane foam

CANOPY

Single detachable lifting eye Base frame with integrated 
feet

Moving and rotating parts 
protections against accidental 
contacts

GXW 18-45

GXW 18-25

GXW 35-45

Easy fuel refilling through 
external cap

Visual fuel level indicator 
located in the base frame
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* *= Other configurations and detailed specifications are available on www.pramac.com

SUPPLEMENTS AND ACCESSORIES **

OPTIONALS 
GXW SERIES 18-45

PHS - COOLANT PREHEATING SYSTEM
To maintain the engine at a temperature that ensures a quick 
start when required

LTS - LOAD TRANSFER SWITCH PANEL
To transfer the load from the mains to the generator and vice 
versa

STATIONARY // GXW 18-45

RCG - REMOTE CONTROL
Large list of additional modules/devices for remote 
operation and control of the generating set
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GB  Ser ies
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GBW 10-45
The GBW Series offers reliable and powerful machines designed for professional use to support 
electricity mains failure or serve isolated locations. Easy to transport, install and store thanks to 
their compact dimensions, these generators are ideal for home stand-by, construction sites, mobile 
workshops and small industrial applications.

STATIONARY // GBW 10-45

Moving and rotating parts 
protections against accidental 
contacts

Integrated central lifting point Easy fuel refilling through 
external tap

Canopy noise attenuation with 
polyurethane foam

Easy oil draining (oil drain cap) Industrial silencer delivered 
loose

CANOPY

OPEN

GBW 10-45

GBW 10-25
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* *= Other configurations and detailed specifications are available on www.pramac.com

SUPPLEMENTS AND ACCESSORIES **

OPTIONALS 
GB SERIES

PHS - COOLANT PREHEATING SYSTEM
To maintain the engine at a temperature that ensures a quick 
start when required

RES - RESIDENTIAL SILENCER
To reduce exhaust noise emissions for open generators 

RCG - REMOTE CONTROL
Large list of additional modules/devices for remote 
operation and control of the generating set

TRAILERS
Designed to transporting our generator sets with maximum 
safety.
Available in two different types both for road and site 
applications, according to customer needs

LTS - LOAD TRANSFER SWITCH PANEL
To transfer the load from the mains to the generator and 
vice versa

FEC - FLEXIBLE EXHAUST COMPENSATOR
Damp down vibrations from engine to exhaust piping

STATIONARY // GBW 10-45



GS  Ser ies
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GSL 22-65
Single fluid for both cooling and lubrication, the GSL series is one of the best choices to work 
for continuous duty in severe hot weather conditions such as in tropical areas. Available both in an open and soundproof version, 
these generating sets are highly appreciated in the telecommunications, construction and defence sectors due to their durability and 
reliability. All service points accessible from one side make the maintenance easy and fast.

STATIONARY // GSL 22-65

Moving and rotating parts 
protections against accidental 
contacts

Heavy duty anti-vibration 
mountings

Central lifting point Compact design with 
integrated plastic fuel tank

Exhaust silencer with rain flap Niche for external emergency
push-button

Integrated metal fuel tank Base frame provided with feet 
for easy handling

CANOPY

OPEN
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STATIONARY // GS 10-220

* *= Other configurations and detailed specifications are available on www.pramac.com

SUPPLEMENTS AND ACCESSORIES **

OPTIONALS 
GS SERIES 10 - 220

KPR - PREMIUM KIT
To upgrade the generator 
equipment with a leak proof 
tray, leak detection sensor and 
manual lube oil drain pump

EFT - EXTENDED FUEL TANK
Larger metal fuel tank integrated in a bigger base frame 
allowing longer genset autonomy, at least till 48h at 75% 
PRP. Provided with pull bars and drainage facility

AFP - AUTOMATIC FUEL 
PUMP
Automatic fuel transfer system 
from an external storage fuel 
tank to the one integrated in 
the generator

TRAILERS
Designed to transporting our generator sets with maximum 
safety.
Available in two different types both for road and site 
applications, according to customer needs

LTS - LOAD TRANSFER SWITCH 
To allow load transferring operations from Mains to genset and 
vice-versa. Up to 140A equipped with contactors and from 160A 
equipped with motorized changeover switch

RCG - REMOTE CONTROL
Large list of additional modules/devices for remote operation 
and control of the generating set
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GSW 275-760
Available in a large range of models, the GSW series offers plenty of solutions to a variety
of applications, from continuous to emergency/back up power supply. Compliant with safety regulations, these generators can be 
used both in residential and industrial areas. Several control panel solutions, many optional extra’s and accessories make the GSW 
generators versatile and able to serve the most demanding customer needs.

Moving and rotating parts 
protections against accidental 
contacts

Lube oil drain pump

Integrated plastic fuel tank Base frame provided with feet 
for easy handling

High quality canopy design Roof mounted lifting plates

Lockable door handles Opening for fuel pipes

CANOPY

OPEN

STATIONARY // GSW 275-760
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STATIONARY // GSW 275-760

* *= Other configurations and detailed specifications are available on www.pramac.com

SUPPLEMENTS AND ACCESSORIES **

OPTIONALS 
GSW SERIES 275 - 760

LTS - LOAD TRANSFER SWITCH
To transfer the load from the mains to the generator and vice 
versa. The logic control of the power supply changeover is 
operated by the Automatic Mains Control (ATS) mounted on the 
generator

ATS - AUTOMATIC TRANSFER SWITCH
The ATS panel is complete with monitoring logic mains 
(inteliATS) and internal change-over switches. In the case 
of any mains supply disproportion it sends a remote start 
command to the generator and makes change over for both 
generator and mains contactors

AFP - AUTOMATIC FUEL 
PUMP
Automatic fuel transfer system 
from an external storage fuel 
tank to the one integrated in 
the generator

PHS - COOLANT 
PREHEATING SYSTEM
To maintain the engine at a 
temperature that ensures a 
quick start when required

EFT - EXTENDED FUEL TANK
Larger metal fuel tank integrated in a bigger base frame allowing 
longer genset autonomy, at least till 48h at 75% PRP. Provided 
with pull bars and drainage facility

EXHAUST SYSTEM
The open version can be equipped with Industrial or Residential 
silencer

RCG - REMOTE CONTROL
Large list of additional modules/devices for remote operation 
and control of the generating set
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GSW 815-4000
From 815 to 4000kVA, these heavy-duty generating sets are designed for
high power demands. Regardless of the field of activity, whether it is medical, telecommunications or industrial, the GSW 
Higher Power Series is your reliable partner to serve your customer’s needs. With a modular layout, these generators meet the 
requirements of different market areas, enjoying the economic benefits of a standard production.

OPEN

Moving rotating parts 
protections

Manual lube oil drain pump

CANOPY

Large doors for easy service 
and maintenance

Control panel doors (one each 
side)

CONTAINER

Internal lighting system ISO lifting hooks

STATIONARY // GSW 815-4000

Heavy-duty anti-vibrations 
mountings

Efficient air filters GSW 815-4000

GSW 815-1650

GSW 815-4000

Niche for external emergency 
push-button

Robust and lockable door 
handles

Removable metal plate  
for power cable passage

Container floor with 
crosshatch metal pattern 
surface
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STATIONARY // GSW 815-4000

* *= Other configurations and detailed specifications are available on www.pramac.com

SUPPLEMENTS AND ACCESSORIES **

OPTIONALS 
GSW SERIES 815-4000

LTS - LOAD TRANSFER SWITCH
To transfer the load from the mains to the generator and vice 
versa. The logic control of the power supply changeover is 
operated by the Automatic Mains Control (ATS) mounted on the 
generator

ATS - AUTOMATIC TRANSFER SWITCH
The ATS panel is complete with monitoring logic mains 
(inteliATS) and internal change-over switches. In the case 
of any mains supply disproportion it sends a remote start 
command to the generator and makes change over for both 
generator and mains contactors

IFT - INTEGRATED FUEL TANK 
Integrated fuel tank installed and connected to the engine.
Standard Capacity available:
IFT1   500 Liters
IFT2 1000 Liters

AFP - AUTOMATIC 
FUEL PUMP 
Automatic fuel transfer system 
from an external storage fuel 
tank to the one integrated in the 
generator

PHS - COOLANT PREHEATING SYSTEM
To maintain the engine at a temperature that ensures a quick 
start when required

EXHAUST SYSTEM
The open version can be equipped with Industrial or Residential 
silencer

RCG - REMOTE CONTROL
Large list of additional modules/devices for remote operation 
and control of the generating set
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Customized so lut ions

Commercial & Retail
Mohammedia (Morocco)
KW 2.160
BACK UP STAND BY POWER SUPPLY 

POWER LTP.......2700 KVA
POWER PRP......2588 KVA

• Container 40’ noise level 75 +/-3 dB(A) @ 7 m
• Electrical radiator in a separated room of the container
• Automatic fire extinguisher system with CO2 gas installed
   on the container
• Spark arrestor silencer
• Heavy duty air filters
• Synchronizing panel for black start

FREQUENCY......50 HZ
VOLTAGE...........400 V

Power Plant
Addis Abeba (Ethiopia)
KW 32.896
CONTINUOUS & PRIME POWER SUPPLY

POWER LTP.......2570 KVA
POWER PRP......2310 KVA

• �Open version
• �Special panel for synchro functions as base load power supply

FREQUENCY......50 HZ
VOLTAGE...........400 V

Power Plant
Copiapò (Chile)
KW 3.494
CONTINUOUS & PRIME POWER SUPPLY 

POWER LTP.........546 KVA
POWER PRP........505 KVA

• Soundproof enclosure noise level 75 dB(A) @ 7 m
• Sand trap air filters on enclosure
• Parallel panel
• Oversized automatic fuel transfer pump

FREQUENCY .......50 HZ
VOLTAGE ............400 V

Examples of worldwide references
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The Customized Solutions are a key business for PRAMAC, due 
to the high demand for power generators dedicated to specific 
applications and the increasing number of special projects 
exceeding the standard scope of supply. 
PRAMAC can realize special generators up to 3MWe with low, 

medium and high voltage output, suitable for several applications. 
PRAMAC technical staff are available to design and offer turnkey 
projects with tailor-made soundproof enclosures, special control 
panels and studying specific technical alternatives to meet any 
customer requirement.

Transport
South Africa
KW 4.038
BACK UP STAND BY POWER SUPPLY 

POWER LTP.......1260 KVA
POWER PRP......1140 KVA

• �Open version
• �Parallel panel
• �Double stage of exhaust silencers for residual noise level
   56/57 dB(A) at 1 m

Commercial & Retail
Limoux (France)
KW 1.006
BACK UP STAND BY POWER SUPPLY 

POWER LTP.......1257 KVA
POWER PRP......1138 KVA

• Soundproof enclosure with fully integrated residential exhaust silencer in  
   order to have a 70 +/-3 dB(A) noise level @ 7 m
• Parallel panel suitable for back synchronization with Mains to avoid second  
   black out
• Genset equipment suitable for long running stand by application such as  
   automatic fuel pump, leak proof tray and engine water preheating system

FREQUENCY......50 HZ
VOLTAGE...........400 V

Water treatment
Houston/Texas (Usa)
KW 2.453
BACK UP STAND BY POWER SUPPLY 

POWER LTP.......1022 KVA
POWER PRP......926 KVA

• Canopy noise level 75 +/-3 dB(A) @ 7 m
• Baseframe suitable for bigger tank under genset
• Automatic panel with customized bus bar for big power cables    
  connection

FREQUENCY......60 HZ
VOLTAGE...........480 V

FREQUENCY......50 HZ
VOLTAGE...........400 V



United Kingdom 
PRAMAC UK LTD

Spain
PRAMAC IBERICA SAU

Brazil 
PRAMAC BRASIL
EQUIPAMENTOS LTDA

Dominican Republic
PRAMAC CARIBE SRL

Italy
PR INDUSTRIAL SRL

France
PRAMAC FRANCE SAS

Germany
PRAMAC GMBH

Morocco
PR AFRIQUE

Project coordination
Marketing Department @ PR INDUSTRIAL SRL
Edition 2015

From Italy, worldwide. Our service through a global network to be closer to you.
For further information: www.pramac.com - www.pramacparts.com

Production and commercial branchCommercial branch Headquarters - Production and commercial branch

P ramac wor ldwide

Commercial office



Singapore
PRAMAC ASIA PTE LTD

China 
PRAMAC FU LEE FOSHAN 
POWER EQUIPMENT CO LTD

Russian Federation
PRAMAC RUS LTD

Romania
PRAMAC GENERATORS SRL

Poland
PRAMAC SP. Z O.O

United Arab Emirates
PR MIDDLE EAST FZE
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EUROPE
Italy
PR INDUSTRIAL SRL
Headquarters
Località Il Piano
53031 Casole d’Elsa, Siena
Tel.: +39 0577 9651
Fax: +39 0577 949076
info.it@pramac.com

Germany
PRAMAC GMBH
Salierstr. 48
70736 Fellbach, Stuttgart
Tel.: +49 711 517 4290
Fax: +49 711 517 42999
info.de@pramac.com

Spain
PRAMAC IBERICA SAU
Parque Empresarial Polaris
C/Mario Campinoti, 1
Autovía Murcia-San Javier Km 18
30591 Balsicas, Murcia
Tel.: +34 968 334 900
Fax: +34 968 579 321
info.es@pramac.com

United Kingdom
PRAMAC UK LTD
5 – 6, Orion Way, Crewe, Cheshire, 
England, CW1 6NG
Tel.: +44 1270 445777
Fax: +44 1270 617036
info.uk@pramac.com

France
PRAMAC FRANCE SAS
Place Léonard de Vinci
42190 - St. Nizier sous Charlieu
Tel.: +33 (0) 477 692 020
Fax: +33 (0) 477 601 778
info.fr@pramac.com

Poland
PRAMAC SP. Z O.O
ul. Krakowska 141-155
budynek F
50-428 Wrocław
Tel.: +48 71 7822690
Fax: +48 71 7981006
info.pl@pramac.com

Romania
PRAMAC GENERATORS SRL
Sos Bucuresti
Targoviste Nr 12A, Corp A, Etaj 3
077135 Mogosoaia, Ilfov
Tel.: +40 31 417 07 65
Fax: +40 31 417 07 55
info.ro@pramac.com

Russian Federation
PRAMAC RUS LTD
Neverovskogo street 9, office 316
Moscow
Tel.: +7 495 651 68 66
Fax: +7 495 651 68 66
info.ru@pramac.com

SOUTH AMERICA 
AND CARIBBEAN
Dominican Republic
PRAMAC CARIBE SRL
Avda. 27 de Febrero, Esq. 
Caonabo,
664 Los Restauradores
10137 Santo Domingo
Tel.: +1 809 531 0067
Fax: +1 809 531 0273
info.do@pramac.com

Brazil
PRAMAC BRASIL 
EQUIPAMENTOS LTDA
Rua Dr Hugo Fortes, 940/960
Bairro Lagoinha - CEP 14095-260
Ribeirão Preto, São Paulo
Tel.: +55 16 3629 5438
info.br@pramac.com

ASIA
United Arab Emirates
PR MIDDLE EAST FZE
1206 JAFZA View 18, P.O. Box 
262478
Jebel Ali Free Zone - South 1, 
Dubai
Tel.: +971 4 8865275
Fax: +971 4 8865276
info.ae@pramac.com

Singapore
PRAMAC ASIA PTE LTD
10 Bukit Batok Crescent 
#11-08 The Spire
Singapore 658079
Tel.: +65 6558 7888
Fax: +65 6558 7878
info.sg@pramac.com

China 
PRAMAC FU LEE FOSHAN 
POWER EQUIPMENT CO LTD
No.25 Xinhui Road, Wusha, 
Daliang, Shunde, Foshan 
Guangdong 528333, P.R. China
Tel.: +86 0757 22804888
Fax: +86 757 2280 4828
info.cn@pramac.com

AFRICA
Morocco
PR AFRIQUE
Immeuble du Parc
N°22 Rue Du Parc
Casablanca
Tel : +212 5 29 04 08 86
info.ma@pramac.com

Further
information @
www.pramac.com



PR INDUSTRIAL SRL
Località Il Piano, 53031 Casole d’Elsa (SI) Italy / Tel. +39 0577 9651, Fax: +39 0577 949076 / info@pramac.com / www.pramac.com 
Worldwide Service & Parts Online Center: www.pramacparts.com


